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Model 12-1489 is a solid state, AM/FM radio receiver, with digital 
timer clock. The radio is designed to receive the standard broadcast 
(AM) band of 540 to 1600 KHz and the frequency modulation (FM) band of 
88 to 108 MHz. Use on 117 VAC, 60 Hz only. 
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CLOCK TIME SETTING 

Turn the TIME ADJUST knob counterclockwise (center, smaller knob on the 

cabinet side) . 

ALARM TIME SETTING 

Turn the ALARM SET knob counterclockwise (outer, larger knob on the 

cabinet side) . Note that you must choose AM or PM for alarm time. 

RADIO 

1. Set the service knob to ON. 

2. Select AM or FM with the selector. 

3. Tune in the desired program with the TUNING control knob and adjust 
loudness with the VOLUME control. 

WAKING UP TO RADIO 

1. Tune in any desired station with the tuning knob. 

2. Next, turn the service knob to AUTO. The radio will turn itself on 
automatically at the exact hour for which the timer has been preset. 

The radio will continue to play for about one hour, and shut off 
automatically. The radio will turn on again without resetting the 
alarm. 

3. For continued playing move the service knob to ON; to turn the radio 
off, move the service knob to OFF. 

FALLING ALSEEP WITH RADIO 

1. Move the service knob to AUTO. 

2. Turn the SLEEP knob toward the back of the radio to the desired length 
of playing time (adjustable up to about 90 minutes) . 

The radio will shut OFF Automatically after the preset period of time. 



WAKING UP TO BUZZER 

1. Move the service knob to AUTO. 

2. Move the BUZZER knob to ON. 

The buzzer will sound automatically at the exact hour for which the 
time has been preset. 

The buzzer will continue sounding for about one hour unless shut off. 

CAUTION: Keep the service knob at the OFF position when the radio is not 

being used. 
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Frequencies : 

AM: 

FM: 

Power Output: 

Loudspeaker : 

Power Supply: 

Antenna 

AM: 

FM: 

Dimensions (Cabinet) : 

Height : 

Width : 

Depth : 

Weight (approx. ):.... 


540 - 1600 kHz (IF 455 kHz) 

88 - 108 MHz (IF 10.7 MHz) 

180 mW 

Maximum - 250 mW 

3" . 8 ohms 

AC; 60Hz; 117V, 5W 

Built-in ferrite-rod 

Capacity coupled to power supply circuit 

3" 

8 3/4" 

5" 

2 1/2 lbs 


(LB/all-03/01/96) 

LN-03/04 



